








nests within 250 feet of the proposed project area no more than 14 days and prior to start of
construction. If no nests are found, no further mitigation is required. Construction activity that
occurs between September 1 and January 31, outside the nesting season, shall not require
pre-construction nesting bird surveys. For raptor species (except Swainson’s hawk) the survey
and avoidance shall be 500-feet.

b) If an active nest is located within 250 feet of construction or 500 feet for raptors, an
appropriate non-disturbance buffer zone shall be established around the nest in coordination
with CDFW guidelines. Buffer zones shall be determined in consultation with CDFW and will
depend on species of bird, site conditions, and type of work proposed in proximity to the nest.
No new project activity shall occur within the buffer zone until the young have fledged, until the
nest is no longer active, or until a qualified biologist has determined in consultation with CDFW
that reducing the buffer would not result in nest abandonment. Monitoring of the nest by a
qualified biologist during construction activities shall be required to ensure that the nest is not
jeopardized by construction activities.

3. Sediment, Erosion, and Pollutant Runoff Control. The Project site falls within elevated terrain.

The Kaweah River is located approximately .75 miles to the east of the Project site. The discharge for
the tanks and stormwater will discharge through an existing stormwater drainage line to an ephemeral
gully between two lots at the bottom of the ridge. The gully flows to the cul de sac at the end of
Oakridge. From there, stormwater flows in the gutter of Oakridge to an intermittent drainage behind
lots for about a half mile, which discharges to the South Fork Kaweah River. This discharge may
affect the County stormwater MS4 discharge.

Mitigation Measure 4:

The Project shall use best management practices and other measures designed to protect
surface water and groundwater from the adverse effects of construction activities. The soils
used to widen the roadway shall not encroach into any drainage area. Soil erosion and
sediment control measures shall be implemented around the backfilled area of the drainage
culvert. These measures include but are not limited to the installation of straw-wattle, silt
fencing, geotextiles, sandbags, and erosion control blankets.

4. Removal of Five Native Trees. Five mature oak trees will be removed from the Project Area at

the Tank Site to install one of the new water storage tanks. Three Rivers Community Plan Native
Tree Policies call for a replacement standard of one to one to the extent feasible and appropriate for
the removal and replacement of significant native trees and oak woodland.

Mitigation Measure 5:

Replacement native oak trees will be planted at the project site prior to commencement of
operations to replace the five oak trees removed for the Project. The new oak trees will be the
same species as those removed. New trees will be maintained for seven years and replaced if
they die.



